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1.1 GENERAL

Receiving frequency ranges:
100 kHz to 29.99999 MH:z {continuous}
50 to 53.99999 Mliz  (option)

144 to 145.99999 (or 147.99999*) MIlz (option)

430 to 439.99999 (or 440 to 449.99999*) MHz (option)

Transmitting frequency ranges:

1.5 to 1.99999 MH:z

3.5 to 3.99999 MHz

7.0 to 7.49999 Mtlz

10.0 to 10.49999 Mliz

14.0 to 14.49999 Mliz

18.0 to 18.49999 Miiz

21,0 to 21,49999 Mliz

24.5 to 24,99999 MH:z

28.0 to 29.99999 MH=z

50 to 53.99999 MHz (option)

144 to 145.99999 f(or 147.93999*) MHz (option)
130 1o 439.99999 {or 440 to 449.99999%)

Emission types:

LSB/USB (J3E); CW (A1A); AFSK (J1B, F1B);

AM{A3L); FM (F3F)

Reference oscillator stability:
better than +3 ppm (-10 to +50°C)
after 15 minutes warmup

Antenna impedance:
Receive, and transceive above 50 MHz:
50 ohms, unbalanced
Transmit - 490, 30, 20, 17, 15, 12 &
10m amatcur bands: 20 - 150 vhms
Transmit - 160 & 80m: 25 - 100 ohms

Supply voliage:
100, 110, 117, 200, 220 or 234 VAC,
50/60 Hz

Power consumption {approx.}:
Receive: 55 VA
Transmit: 650 VA

MHz (option)

Dimensions (WHD):
368 x 129 x 295 mm

Weight (with/without options):
15.5/13.5 kg (35/30 ibs)

* per local requircments and Band Module
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