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Motorola 1200 Series Radios: GM/GP1200
(12.5 kHz and 25 kHz)
See also ../g600/show.HTMGM / GP 600

Portables and Mobiles Features


Trunked or Conventional Operation 

Alpha-Numeric Display 
Selective Calling 

Dedicated Call 

Stored Number Recall 

Keypad Versions 

Priority Calls 

Last Number Redial 

Status Calls 
Call Barring 

Unattended Operation 

Call Duration Timer 

Network Operation 

Multiple Personalities 

Data Capable 

Call Forwarding 

Caller ID 

Encryption Capable 

Specific for Mobiles


Ignition Sence 

External Call Alert 


GP/GM1200 Specifications
Common Parameters
Mobile
Portable

Frequency Range
Power Supply
Duty Cycle

136-174 MHz VHF
13.2V nominal
1500 mAh Battery

403-70 MHz UHF
10.8 - 15.6V operation
9 hr typical High Power

Switching Bandwidth
Transmitter RF Output
12 hr typical Low Power

Whole Band
(programmable)
Transmitter RF Output

Receiver Sensitivity
VHF 1 to 25 Watts
(programmable)

< 0.4 uV (20 dB SINAD 12.5 kHz)
UHF 1 to 10 Watts
UHF 1 to 4 Watts


UHF 10 to 25 Watts
VHF 1 to 5 Watts
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