Lowe HF-150: Modifikation
Zur korrekten Ansteuerung des S-Meters im SP-150 muss der HF-150 auf der Hauptplatine modifiziert werden.
Modifikation
Das Gerät wird umgekehrt und die Bodenplatte entfernt: [image: Lowe HF-150: Bodenplatte entfernt]
Gemäss der Anleitung im Manual muss eine Leiterbahn unterbrochen (siehe Pfeil) und ein Widerstand von 470 Ω eingelötet werden, bei Geräten mit Seriennummern über 142617 ist der Widerstand bereits vorhanden.
[image: Lowe HF-150: Base plate removed]
Detailed view, the trace under the end of the soldered resistor is interrupted (check with ohmmeter):
[image: Lowe HF-150: Base plate removed]
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Modification For 's' meter operation

Mdiication of the HE1S0 for s with the ' metr, if your st has  serial umber of
142617 or kst il reqir the aditon of a 470k resitor

o modify sour HF1S0 you wil e to remove any pover and remose (he bateris i
e, oy the st upsid down on 3 e ofcloth or imilar 10 prevent scraiching the case
{hen remove the bottom panel

With the front panel fcing you locae the wir seia conpecor the biack terminal being.
canh i vou now look at diagram No. | sou will s & hi track comnecting 10 the carth
planc. you will need 10 cu this Uy trach, now you can solder the 470K resistor from the

Black erminal 10 pin 16,0 IC Q12. pas refe Lo drawing o |

For sets afer No. 142617 the 470k resistorwil be tcd and al that wil be needed s to
utthe hin rack 1o cath s 10 allw he ge signal ot from the back erminal
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