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GENERAL DISCRIPTION

SAILOR S1303/04 is a telephone, telegraphy and telex exciter for use in conjunction with the transmitter T1130.

SAILOR S1303 is for radio officer operation with free selection of the transmitting frequency from the keyboard.

SAILOR S1304 is skipper operated with 256KB Prom programmed frequencies free selected from the keyboard.

SAILOR S1303/04 has LCD display for frequency readout.

SAILOR S1303/04 can operate on any frequency inside the frequency range 1.6 to 8.5MHz and the maritime frequency band 12, 16, 22 and 25MHz.

SAILOR S1303/04 can as option be supplied with 2 extra frequency bands in the frequency range 8.5 – 10.0MHz and 11.5 – 28MHz.
In summary 1.6 – 10.MHz and 15.5 – 28MHz

SAILOR S1303/04 uses a digital synthesizer for frequncy generation. The frequency stability depends en a 10MHz TCXO (Temperature Controlled X-tal Oscillator).

SAILOR S1303/04 is capable of producing emission of classes A3H (H3E), A3A (R3E), A3J (J3E), A2H (H2A), A1 (A1A) and TELEX (F1B and F1C).

SAILOR S1303/04 is provided with a built –in alarm signal generator for distress calls.

SAILOR S1303/04 can as option have sideband change over unit, witch can change teh transmitter sideband from upper (USB) to lower (LSB) or opposite.
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